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ARTICLE XIV   
STREETS AND SIDEWALKS   

   
Section 209  Public Streets to Meet DOT Standards   
 
All public streets shall be constructed in accordance with the standards established for the 
particular type of street in question by the North Carolina Department of Transportation, 
Division of Highways (hereinafter, "D.O.T. standards") unless a higher or more restrictive 
standard is established by this ordinance, in which case the street shall meet that higher or 
more restrictive standard.  The term "constructed" as used in this article in reference to 
D.O.T. standards refers to all standards of design and construction, including right-of-way 
widths.   
 
Section 2l0  Street Classification 
 
(a) In all new developments, streets that are dedicated to  public use shall be classified 

as provided in subsection (b). Definitions can be found in Section 15.  
 

(1) The classification shall be based upon the function of the street and projected 
volume of traffic to be carried by the street, stated in terms of the number of 
trips per day;   
 

(2) The number of dwelling units to be served by the street may be used as a 
useful indicator of the number of trips but is not conclusive;   

 
(3) Whenever a street within a new development  continues an existing street 

that formerly terminated outside the development or it is expected that a new 
street will be continued beyond the development at some future time, the 
classification of the street will be based upon the street in its entirety, both 
within and outside of the development.    

 
(b) The classification of streets shall be as follows:   
 

(1) Arterial 
 
(2) Arterial Access Street 
 
(3) Collector 
 
(4) Cul-de-sac 

 
(5) Local 

 
(6) Loop Street 

 
(7) Major Arterial 
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(8) Minor Arterial 

 
Section 211  Access to Lots.   
 
(a) Every lot shall have access to it that is sufficient to afford a reasonable means of 

ingress and egress for emergency vehicles as well as for all those likely to need or 
desire access to the property in its intended use.  A general rule, all lots have public 
street access unless alternative private road access is specifically authorized by 
Section 200, Public Streets and Private Roads in Subdivisions. 

 
(b) The creation of new flag lots shall be permissible only under the following 

circumstances:   
 

(1) Flag lots may be created only (i) to avoid providing direct access onto 
arterial or collector streets or (ii) when a property owner demonstrates that, 
because of the irregular shape of a tract or its difficult topography or for 
some other substantial reason, the creation of a flag lot is reasonably 
necessary to avoid extreme hardship to the property owner and can be 
accomplished without creating substantially adverse effects on neighboring 
properties or the public health or safety.   
 

(2) Under no circumstances may a flag lot be created if the effect is to increase 
the number of access  points onto a major arterial street.   
 

(3) That portion of a flag lot between the street onto which it has access and the 
point where a lot dimension parallel to the street first equals or exceeds the 
presumptive minimum lot width set forth in section 183 (or the widest part 
of the lot if the maximum width is less than the presumptive minimum) may 
not be longer than two hundred feet.   

  
(4) A Flag lot shall serve only one single-family dwelling and its uninhabited 

accessory structures; 
  

(5) The maximum flagpole width shall be 25 feet; 
  

(6) The minimum flagpole width shall be 25 feet; 
  

(7) The maximum separation between the ‘flagpole’ portion of the lot and that 
of another flag lot shall be 150 feet 

  
(8) Where public water is available, any building on the flag lot must be within 

500 feet of a hydrant.  This distance shall be measured along the street, then 
along the flagpole, then in straight line to the building location; 
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(9) Use of a single driveway to serve a flag lot and an adjoining lot is permitted 
and encouraged.  The preferred location for the driveway is on the flagpole 
portion of the flag lot, with the conventional lot granted an access easement 
over the flagpole. 

  
(10) No re-subdivision of a flag lot shall be permitted unless access to the 

proposed new lot(s) cane be provided from an approved public or private 
street; and 

  
(3)(11) Flag lots shall be approved only where the configuration of the parcel or site 

features warrant such a lot design.  Authorizing a flag lot is intended to 
accommodate a particular extenuating circumstance which makes traditional 
lot design infeasible.  Therefore, falg lots should be rediciously approved. 

 
 
Section 212  Access to Arterial Streets.   
 
(a) Whenever a tract proposed for subdivision borders on or contains an existing or 

proposed major arterial street, then all lots created out of such tract must have 
sufficient frontage on another street (either pre-existing or created as part of the 
subdivision) so that direct access to such lot need not be provided by the arterial 
street, unless compliance with this requirement is not reasonably practicable due to 
the size or shape of the tract to be divided.  The final plat creating the subdivision 
shall indicate a limitation on driveway access to the major arterial street for those 
lots which have alternative access.     
 

(b) Traffic service and land access are necessary but conflicting functions of a highway 
system.  Although major arterial highways must provide both traffic service and land 
access, access is a secondary function that should be controlled to avoid jeopardizing 
the primary traffic service function.  The following provisions are an attempt to 
protect the public interest and safety of highway users by achieving access control 
when that objective is not achieved under subsection (a) either because a proposed 
development is not a subdivision or because compliance with subsection (a) is not 
reasonably practicable.   
 
(1) The term "access control," refers to all techniques intended to minimize the 

traffic interference associated  with driveway access, whether the use is 
commercial, industrial, or residential.   
 

(2) To separate basic conflict areas and gain some semblance of access control, 
techniques which will allow the reduction of driveway numbers or directly 
increase the spacing between driveways or between driveways and 
intersections will be required to the extent reasonably  practicable to achieve 
the following limitations for driveway access in relation to highway frontage.   
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Number of 
Driveways  Frontages 

1  For frontages less than 500 feet. 
2  For frontages greater than 500 but less than 1,000 feet. 
3  For frontages greater than 1000 

 
(3) Where highway speed is 55 mph, driveway spacing should be at 300 foot 

intervals or greater.  Where highway speed is 45 mph, spacing should be at 
230 foot intervals or greater.   

 
(4) Adjacent or adjoining lots with small highway frontages are encouraged to 

combine access to one  driveway.   
 
(5) Whenever separate or single parcels are assembled under one purpose, plan, 

entity, or usage, consolidation of existing direct access shall be required to 
the extent feasible.  Approval depends on the developers' plans to use 
existing driveway(s), close other existing driveway(s), and/or redesign and 
rebuild some existing driveway(s).  However, the number of access points 
should not exceed the limits set based on highway  frontage.   

 
(6) Deviations from the foregoing standards may be authorized.  The Planning 

Board may allow some modifications where the technical feasibility (the 
geometric design and operational requirements for implementation) does not 
compromise the "access control" and where it is shown that the lot(s) in 
question could not be developed without such deviations.  With a complete 
set of design and operational requirements available, when the North 
Carolina Department of Transportation advises that a particular development 
design or technique can still achieve a satisfactory level of "access control" 
consistent with the objectives of this Section.   

 
(c) Lots on Streets with Capacity Deficiencies 

 
(1) Major and minor subdivisions shall not be approved that propose individual 

residential lots with direct vehicular access to streets that have, in the opinion 
of the Town Engineer (or consulting engineer if applicable) and NCDOT (if 
applicable), capacity deficiencies that warrant the prohibition of the platting 
of lots with direct vehicular access. 
 

(2) Whenever a proposed subdivision abuts any major or minor thoroughfare or 
a major collector (as delineated on the latest adopted Thoroughfare Plan), the 
Planning Board, based upon the recommendation of the Town Engineer or 
NCDOT, may prohibit the platting of lots with direct vehicular access to 
such roads.  The Planning Board’s decision to require alternative access shall 
be based upon the need to provide safe access to proposed lots, reduce 
interference with the existing traffic pattern and flow, and provide buffering 
of the proposed lots from adverse effects from traffic noise.  Whenever a 
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subdivision fronts on an arterial road or highway, the Planning Board may 
require a marginal access street to provide access to lots fronting on the 
arterial road or highway. 

 
(3) In order to reduce traffic congestion, commercial and industrial subdivisions 

may be required by the Planning Board, after consultation with the Town 
Engineer or NCDOT, to provide a frontage road or other suitable means of 
access along major thoroughfares, as shown on the adopted thoroughfare 
plan, unless the Planning Board determines that no practicable alternative for 
access exists.  Where a frontage road is required, intersections with public 
streets shall be spaced no closer than 800 feet.  Frontage roads may be 
permitted within the rights-of-way of existing streets subject to the approval 
of the Town Engineer or the NCDOT, as applicable. 

 
(4) Access to lots in proposed subdivisions located in HCO, Highway Corridor 

Overlay Districts shall comply with the requirements of Section 141A, 
Highway Corridor Overlay District Requirements. 

 
(5) Subdivisions that propose lot layouts such that buildings will front on an 

interior street and which will have rear yards directly adjacent to major 
thoroughfare roads shall provide minimum screening of an Opaque Screen, 
Type A, that complies with the planting requirements of Section 307(a), 
adjacent to the major thoroughfare road.   

 
 
 
Section 213 Entrances to Streets.   
 
(1) All driveway entrances and other openings onto streets shall be constructed so that: 
 

(1) Vehicles can enter and exit from the lot in question without posing any 
substantial danger to themselves, pedestrians, or vehicles traveling on 
abutting streets; and 

 
(2) Interference with the free and convenient flow of traffic on abutting or 

surrounding streets is minimized.   
 
(2) Specifications for driveway entrances are set forth or referenced in Appendix B to 

this ordinance.  If driveway entrances and other openings onto streets are constructed 
in accordance with these specifications and requirements, this shall be deemed prima 
facie evidence of compliance with the standard set forth in subsection (a).   

 
(3) For purposes of this section, the term "prima facie evidence" means that the 

permit-issuing authority may (but is not required to) conclude from this evidence 
alone that the proposed development complies with subsection (a).   
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(4) As provided in Appendix A-7(14), a developer may be required to submit a traffic 
impact study.   
  

(5) Minimum Entrances to Public Streets.  Developments of 30 or more residential units 
or additions to existing developments that increase the total number of residential 
units to 30 or more shall be required to provide vehicular access in accordance with 
Appendix D, Fire Apparatus Access Roads of the NC Fire Prevention Code unless 
the Fire Chief determines that topography, natural features, or the pattern of existing 
adjacent development makes such provision impracticable.   
  

(4)(6) Turn Lanes and Acceleration/Deceleration Lanes.  Developments of 50 or more 
residential units or additions to existing developments that increase the total number 
of residential units to 50 or more shall provide turn lanes and 
acceleration/deceleration lanes.  The design and construction of turn lanes and 
acceleration/deceleration lanes shall be in accordance with the standards and 
specifications of the Town and NCDOT, if applicable. 
 

Section 214  Coordination with Surrounding Streets.   
 
(a) The street system of a development shall be coordinated with existing, proposed and 

anticipated streets outside the development or outside the portion of a single tract 
that is being divided into lots (hereinafter, "surrounding streets") as provided in this 
section.  The location and design of streets shall be in conformance with any 
applicable, adopted Thoroughfare Plan and Transportation Improvements Plan.  
Where conditions warrant, right-of-way widths and pavement widths in excess of 
the minimum street standards may be required.  Where a traffic impact analysis has 
been prepared for a proposed development, the recommendations of the traffic 
impact analysis shall be implemented.  The planned street layout of a proposed 
subdivision shall be compatible with existing or proposed streets and their 
classifications on adjoining or nearby tracts. 
 

(b) Arterial and collector streets shall intersect with surrounding collector or arterial 
streets at safe and convenient locations.   
 

(c) Local streets shall connect with surrounding streets where necessary to permit the 
convenient movement of traffic between residential neighborhoods or to facilitate 
access to neighborhoods by emergency service vehicles or for other sufficient 
reasons, but connections shall not be permitted where the effect would be to 
encourage the use of such streets by substantial through-traffic. 
 

(d) Whenever connections to anticipated or proposed surrounding streets are required by 
this section, the street right-of-way shall be extended and the street developed to the 
property line of the property being developed (or to the edge of the remaining 
undeveloped portion of a single tract) at the point where the connection to the 
anticipated or proposed street is expected.  In addition, the permit issuing authority 
may require temporary turnarounds to be constructed at the end of such streets 
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pending their extension when such turnarounds appear necessary to facilitate the 
flow of traffic or accommodate emergency vehicles.   
  

(e) Street Access to Adjoining Property 
  

  
(1) Where, upon the recommendation of the Town Engineer and the approval of 

the Planning Board, it is desirable to provide for street access to adjoining 
property, proposed subdivision streets shall be extended, dedicated, and, 
where appropriate, constructed to the boundary of such property.  It is the 
intention of this section to promote the orderly development of a local street 
system that provides interconnection between developed or developing 
properties.   

  
(2) Factors that shall be evaluated when considering requiring the extension of 

streets or street rights-of-way to adjoining property include: 
  

(3) the development potential of the adjoining land;  
  

(4) the physiographical and man-made characteristics of the adjoining property, 
and  

  
(5) the existing and proposed local street system and traffic flow of the entire 

area surrounding the subdivided tract and adjoining properties.   
  

(6) Generally, ‘stub streets’ shall be required: 
  

(7) where the zoning and/or land use on the adjoining property are compatible 
with the proposed subdivision,  

  
(8) where there are no natural or man-made barriers that make the street 

extension impracticable,  
  

(9) where the street extension will result in desirable traffic flows and patterns 
and where inappropriate levels of through traffic are avoided, and  

  
(10) where the street extension will promote the overall orderly development of 

the area.   
  

(d)(11) All stub streets shall be designed and, where required to be built, constructed 
in accordance with the appropriate standards as delineated in this Articles 

 
Section 215  Relationship of Streets to Topography.   

 
(a) Streets shall be related appropriately to the topography.  In particular, streets shall be 

designed to facilitate the drainage and storm water runoff objectives set forth in 
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Article XVI, and street grades shall conform as closely as practicable to the original 
topography.   
 

(b) The maximum grade at any point on a street constructed without curb and gutter 
shall be eight percent.  Except as set forth herein, street grades shall be governed by 
DOT requirements.   
 

Section 216  Street Width, Sidewalk, and Drainage Requirements for Public Streets.   
 
(a) Street rights-of-way are designed and developed to serve several functions: (i) to 

carry motor vehicle traffic, and in some cases, allow on-street parking; (ii) to 
provide a safe and convenient passageway for pedestrian traffic; and (iii) to serve 
as an important link in the county's drainage systems.  In order to fulfill these 
objectives, all public streets shall be constructed to meet the standards set forth in 
this section. 

 
(b) Local streets shall be constructed with curb and gutter in all zoning districts, 

unless (i) the local street is located within a residential district and (ii)all lots in 
the residential subdivision within which the local street is located equal or exceed 
20,000 square feet.  In addition, whenever curb and gutter is required pursuant to 
this section, a sidewalk shall be installed along one side of the street, unless (i) the 
street is in a residential district and serves fewer than twenty-five dwelling units, 
or (ii) the permit issuing authority determines that given the likely use of the 
sidewalk, its cost is utterly disproportionate to its value to the public.  In all cases, 
local streets and curb and gutter shall be constructed in accordance with D.O.T. 
standards. 

 
(c) Collector streets shall be constructed with curb and gutter in all zoning districts, 

unless (i) the collector street is located within a residential district and (ii) all lots in 
the residential subdivision within which the collector street is located equal or 
exceed 20,000 square feet.  In addition, whenever curb and gutter is required 
pursuant to this section, sidewalks shall be installed along both sides of the street 
unless the permit issuing authority determines that given the likely use of the 
sidewalk, its cost is utterly disproportionate to its value to the public.  In all cases, 
collector streets shall be constructed in accordance with D.O.T. standards. 

 
(d) Arterials and arterial access streets shall be constructed in accordance with the 

standards established in the county thoroughfare plan and so that the street will be 
accepted for maintenance by the N. C. Department of Transportation. 

 
(e) In any Business (B) or Industrial (I) district within the corporate limits of the Town 

of Wingate, whenever a piece of property is developed for residential or non-
residential purposes (or where an existing use or development is increased in 
gross floor area by twenty-five percent (25%) or more and such property fronts on 
an arterial or collector street, as shown on the most recently adopted version of 
the Wingate Thoroughfare Plan, a sidewalk and green strip shall be installed. 
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(f) The sidewalks required by this section shall be at least five (5) feet in width and 

constructed according to the specifications shown herein and as also set forth in 
Appendix C. In addition, there shall be a planting strip (that, at a minimum, 
contains grass and/or other natural plant materials) that is at least six (6) feet in 
width that is located between the edge of the sidewalk and the curb. Large Shade 
trees are required to be planted in these strips at intervals of no more than every 
sixty (60) liner feet. Small Shade trees may be substituted for Large Shade trees 
when overhead utility lines are present. Small Shade trees must be planted at 
intervals of no more than forty (40) linear feet. Please refer to Appendix E-10 for 
a List of Recommended Trees.  Except that the permit-issuing authority may 
permit the installation of walkways constructed with other suitable materials when 
it concludes that: 
 
(1) Such walkways would serve the residents of the development as adequately 

as concrete sidewalks; and  
 
(2) Such walkways would be more environmentally desirable or more in 

keeping with the overall design of the development.   
 
In addition, the permit-issuing authority (including the Zoning Administrator), shall 
have the authority to waive or modify the necessity of the installation standards or 
requirements of the sidewalk and/or the greenway as required by this Section when 
it is determined that such installation (1) would not be economically feasible or 
environmentally responsible; and, (2) such installation would not contribute to the 
public’s general health, welfare, and safety. 

 
(g) Whenever the permit issuing authority finds that a means of pedestrian access is 

necessary from a subdivided development to schools, parks, playgrounds, or other 
roads or facilities and that such access is not conveniently provided by sidewalks 
adjacent to the streets, the developer may be required to reserve an unobstructed 
easement of at least ten feet in width to provide such access.   

 
Section 217 General Layout of Streets.   
 
(a) Local streets shall be curved whenever practicable to  the extent necessary to avoid 

uniformity of lot appearance.     
 
(b) Driveway access to collector streets shall be minimized to facilitate the free flow of 

traffic and avoid traffic hazards.   
 
(c) All permanent dead-end streets (as opposed to temporary dead-end streets, see 

Subsection 214(d)) shall be developed as cul-de-sacs in accordance with state 
standards.   
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(d) Half streets (i.e., streets of less than the full required right-of-way and pavement 
width) shall not be permitted except where such streets, when combined with a 
similar street (developed previously or simultaneously) on property adjacent to the 
subdivision, creates or comprises a street that meets the right-of-way and pavement 
requirements of this ordinance.   
  

(e) Cul-de-sac Streets 
(1) Cul-de-sac streets shall not exceed 800 feet in length.  The length of a cul-

de-sac street shall be measured from the intersecting through street to the end 
of the bulb at the turnaround.   
  

(2) Cul-de-sac streets shall provide a turnaround with a minimum pavement 
radius of 50 feet and a minimum right-of-way radius of 60 feet.   

  
(3) Adequate water and sewer easements shall be reserved as required by the 

Town Engineer.   
  

(d)(f) Streets stubbed to adjoining property or phase lines are required to have a temporary 
turnaround at the end of the street which will be sufficient to permit service vehicles 
to turn around.  At a minimum, a 40-foot radius shall be provided. Temporary 
turnarounds shall be graded and compacted with eight inches of ABC stone or 
paved. 

 
Section 218  Street Intersections.   
 
(a) Streets shall intersect as nearly as possible at right  angles, and no two streets may 

intersect at less than 60 degrees.  Not more than two streets shall intersect at any one 
point, unless the N. C. Division of Highways certifies to the permit issuing authority 
that such an intersection can be constructed with no extraordinary danger to public 
safety.   

 
(b) Whenever possible, proposed intersections along one side of a street shall coincide 

with existing or proposed intersections on the opposite side of such street.  In any 
event, where a center line offset (jog) occurs at an intersection, the distance between 
centerlines of the intersecting streets shall be not less than 150 feet.   

 
(c) Except when no other alternative is practicable or legally possible, no two streets 

may intersect with any other street on the same side at a distance of less than 40O 
feet measured from centerline to centerline of the intersecting street. When the 
intersected street is an arterial, the distance between intersecting streets shall be at 
least 1,0OO feet unless no other alternative is practicable.   

 
Section 219  Construction Standards and Specifications.   
 
Construction and design standards and specifications for streets, sidewalks, and curbs and 
gutters are referenced or contained in Appendix C, and all such facilities shall be completed 
in accordance with these standards.   
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Section 220  Public Streets and Private Roads in Subdivisions.   
 
(a) Except as otherwise provided in this Ordinance, all lots created after the effective 

date of this section shall abut a public street at least to the extent necessary to 
comply with the access requirement set forth in Section 211.  For purposes of this 
subsection, the term "public street" includes a pre-existing public street as well as a 
street created by the subdivider that meets the public street standards of this 
ordinance and is dedicated for public use.  Unless the recorded plat of a subdivision 
clearly shows a street to be private, the recording of such a plat shall constitute an 
offer of dedication of such street.   

 
(b) Architecturally integrated residential subdivisions containing twenty-five or more 

dwelling units on twenty-five or more lots, each of which is not more than 10,000 
square feet in area, may be developed with private roads that do not meet the public 
street and sidewalk standards of this ordinance so long as:   

 
(1) The proposed development will have direct access onto a 

public street or, if the tract has access to a public street only via a private 
road, such private road is improved to public street standards; and   

 
(2) No road intended to be private is planned to be extended to 

serve property outside that development; and   
 

(3) The standards applicable to unsubdivided developments set 
forth in Sections 221 and 222 are complied with.   

 
(c) Architecturally integrated subdivisions containing any number of dwelling units may 

be developed with private roads that do meet the public street and sidewalk 
standards of this ordinance but that are not intended for dedication to the public so 
long as:   

 
(1) The proposed development will have direct access into a public street or, 

if the tract has access to a public street only via a private road, such private 
road is improved to public street standards; and 

 
(2) No road intended to be private is planned or expected to be extended to 

serve property outside the development; and 
 

(3) The subdivider demonstrates to the reasonable satisfaction of the planning 
board that the private roads will be properly maintained.   
 

(d) A subdivision in which the access requirement of Section 211 is proposed to be 
satisfied for all lots within the subdivision by a single new private road that does not 
meet public street standards may be approved if the proposed subdivision will not 
result in the minimum level of density established by D.O.T. for the proposed road 
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to be accepted into the state system, even if otherwise constructed according to 
D.O.T. standards, so long as:   
 
(1) Since the effective date of this ordinance, no other lots served only by a 

private road have been created out of the tract that is proposed to be 
subdivided; and   

 
(2) The proposed private road is not planned or likely to be extended to serve 

property outside that development; and   
 

(3) The street is constructed in accordance with the right-of-way and other 
design standards established by D.O.T. except that a four-inch layer of 
crusher run rock is provided in lieu of paving.     

 
(e) A subdivision in which the access requirement of section 211 is proposed to be 

satisfied by a new private road that does not meet public street standards may be 
approved if ninety percent or more of the proposed lots are four acres or more in size 
(fractions shall be rounded to the next higher whole number), so long as:   
 
(1) No road intended to be private is planned to be extended to serve property 

outside that development; and   
 

(2) The street is constructed in accordance with the right-of-way and other 
design standards established by D.O.T. except that a four-inch layer of 
crusher run rock is provided in lieu of paving.     
 

(f) A subdivision in which the access requirement of Section 211 is satisfied by a 
private road (whether pre-existing or newly created) that does not meet public street 
standards may be developed so long as  (i) since the effective date of this ordinance, 
not more than two lots served by a private road have been created out of that same 
tract, and (ii) alternative access to the property to be divided is not reasonably 
available under circumstances that would allow for the creation of a public road to 
serve the subdivided property.   
 
(1) The intent of this subsection is primarily to allow the creation of not more 

than two lots developed for single-family residential purposes.  Therefore, 
the permit-issuing authority may not approve any subdivision served by a 
private road authorized by this subsection in which one or more of the lots 
thereby created is intended for (i) two-family or multi-family residential use 
or (ii) any other residential or nonresidential use that would tend to generate 
more traffic than that customarily generated by two single-family residences. 

 
(2) To ensure that the intent of this subsection is not subverted, the 

permit-issuing authority may, among  other possible options, require that the 
approved plans show the types and locations of buildings on each lot or that 
the lots in a residential subdivision served by a private road be smaller than 
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the permissible size of lots on which two-family or multi-family 
developments could be located or that restrictive covenants limiting the use 
of the subdivided property in accordance with this section be recorded before 
final plat approval.   

 
(g) In a major subdivision, one private road serving not more than two lots may be 

created for every twenty-five lots within the subdivision served by a newly created 
public street.   

 
(h) When a private road is created under the circumstances set forth in subsections (b), 

(c) or (e) of this section, the developer shall, before receiving final plat approval, 
establish a homeowners association that satisfies the criteria spelled out in Section 
67(b), convey to that association title to the right-of-way of such streets, and obligate 
the homeowners association to maintain such streets.   

 
(i) No final plat that shows lots served by private roads authorized under Subsections 

(d), (e), or (f) may be recorded unless the final plat contains the following notation: 
 

"Further subdivision of any lot shown on this plat as served by a private road may be 
prohibited by the Wingate Land Use Ordinance unless the private roads shown on 
this plat are improved to state standards."   

 
(j) The recorded plat of any subdivision that includes a private road shall clearly state 

that such road is a private road. Further, the initial purchaser of a newly created lot 
served by a private road shall be furnished by the seller with a disclosure statement 
outlining the maintenance responsibilities for the road as provided in G.S. 
136-102.6.   

 
(k) Subdivision of a tract that does not border a public street may not be approved if the 

lots so created are proposed to be served by a newly created street or streets designed 
and intended for dedication to the state unless the private road that provides access 
from such tract to a public street is improved to public street standards.   

 
Section 221  Road and Sidewalk Requirements in Unsubdivided Developments.   
 
(a) Within unsubdivided developments, all private roads and access ways shall be 

designed and constructed to facilitate the safe and convenient movement of motor 
vehicle and pedestrian traffic.  Width of roads, use of curb and gutter, and paving 
specifications shall be determined by the provisions of this ordinance dealing with 
parking (Article XVIII) and drainage (Article XVI). To the extent not otherwise 
covered in the foregoing articles, and to the extent that the requirements set forth in 
this article for subdivision streets may be relevant to the roads in unsubdivided 
developments, the requirements of this article may be applied to satisfy the standard 
set forth in the first sentence of this subsection.   
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(b) Whenever a road in an unsubdivided development connects two or more collector or 
arterial streets in such a manner that any substantial volume of through traffic is 
likely to make use of this road, such road shall be constructed in accordance with the 
standards applicable to subdivision streets and shall be dedicated.   

 
(c) In all unsubdivided residential development, sidewalks shall be provided linking 

dwelling units with other dwelling units, the public street, and on-site activity centers 
such as parking areas, laundry facilities, and recreational areas and facilities.  
Notwithstanding the foregoing, sidewalks shall not be required where pedestrians 
have access to a road that serves not more than nine dwelling units.   

 
(d) Whenever the permit issuing authority finds that a means of pedestrian access is 

necessary from an unsubdivided development to schools, parks, playgrounds, or 
other roads or facilities and that such access is not conveniently provided by 
sidewalks adjacent to the roads, the developer may be required to reserve an 
unobstructed easement of at least ten feet to provide such access.   

 
(e) The sidewalks required by this section shall be at least four feet wide and 

constructed according to the specifications set forth in Appendix C, except that the 
permit issuing authority may permit the installation of walkways constructed with 
other suitable materials when it concludes that:   

 
(1) Such walkways would serve the residents of the development as adequately 

as concrete sidewalks; and   
 

(2) Such walkways could be more environmentally desirable or more in keeping 
with the overall design of the development.   
 

Section 221 Reserved. 
 
Section 222  Attention to Handicapped in Street and Sidewalk Construction.   
 
(a) As provided in G.S. 136-ff.14, whenever curb and gutter construction is used on 

public streets, wheelchair ramps for the handicapped shall be provided at 
intersections and other major points of pedestrian flow.  Wheelchair ramps and 
depressed curbs shall be constructed in accordance with D.O.T. standards.   

 
(b) In unsubdivided developments, sidewalk construction for the handicapped shall 

conform to the requirements of Section 11X of the North Carolina State Building 
Code.   

 
Section 223  Public and Private Street Names and House Numbers.   
 
(a) Public and private street names shall be assigned by the developer subject to the 

approval of the permit issuing authority.  Proposed streets that are obviously in 
alignment with existing streets shall be given the same name.  Newly created streets 
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shall be given names that neither duplicate nor are phonetically similar to existing 
streets within the county, regardless of the use of different suffixes (such as those set 
forth in subsection (b)).   

 
(b) Public and private street names shall include a suffix such as the following:   
 

(1) Avenue:  An arterial street.   
 

(2) Circle:  A short street that returns to itself.   
 

(3) Court or Place:  A cul-de-sac or dead-end street.   
 

(4) Drive:  A collector street.   
 

(5) Loop:  A street that begins at the intersection with one street and circles back 
to end at another intersection with the same street.   

 
(6) Street or road:  All public and private streets not designated by another 

suffix.   
 
(c) Appropriate street name signs that meet county specifications shall be placed at all 

intersections by and at the expense of the developer.     
 
Section 224  Bridges.   
 
All bridges shall be constructed in accordance with the standards and specifications of the 
North Carolina Department of Transportation, except that bridges on roads not intended for 
public dedication may be approved if designed by a licensed architect or engineer.   
 
Section 225  Utilities.   
 
Utilities installed in public rights-of-way or along private roads shall conform to the 
requirements set forth in Article XV, Utilities.   
 
Sections 226 through 235  Reserved. Subdivision Entrance Standards.   
 
(a) All subdivisions of 25 or more lots shall provide at least one entrance to the 

subdivision that includes, at a minimum, any two of the following features in the 
entranceway: 

 
(1) A divided roadway with landscaped median island. 

 
(2) Alternative paving material such as brick or natural stone. 

 
(3) Brick or stone entry walls. 

 
(4) Decorative lighting. 
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(5) Fountain or other water feature. 

 
(6) Sculpture or public art. 

 
(7) Prominent plantings and landscaping that exceed the minimum requirements 

for streetscape buffers as delineated in Section __. 
 

(8) Ground-mounted subdivision name marker in compliance with the 
provisions of Section ___.   

 
(9) Gatehouse, gazebo, clock tower, or similar structure. 

 
(b) A description of and design specifications for the proposed entranceway features 

shall be provided at the time of submission of the preliminary plat.  An owners’ 
association, created in accordance with the requirements of Section 68, shall be 
established with the legal and financial responsibility for maintenance of all 
subdivision entranceway features.  Additional right-of-way may be required to 
accommodate entranceway features.  The design and location of proposed 
entranceway features within or adjacent to public street rights-of-way shall be 
approved by the Town Board and/or NCDOT, as applicable.  Where private streets 
are proposed, entranceway features shall be approved by the Town Board 

 

Section 227 Street Design Standards to Accommodate Certain Types of 
Nonmotorized Vehicles 

Developments proposing to use internal local subdivision streets for golf cart traffic shall: 

(a) Provide additional sufficient paved roadway width to safely accommodate golf cart 
traffic in a designated travel lane; 
 

(b) Clearly mark and identify the designated golf cart travel lane to separate it from the 
normal vehicle travel lane. 

 
(c) Include a golf course, community center, community pool, recreational facility, or 

other facility or area that generates a demand for the use of golf carts on internal 
subdivision streets;  

 
(d) Obtain specific approval from the Town Board or NCDOT for the design and 

installation of the public streets for nonmotorized vehicles.  In the case of 
developments proposing private streets, specific approval shall be obtained from the 
Town Board; and  

 
(e) Obtain specific authorization from the Town or NCDOT for the use of local 

subdivision streets for golf cart traffic. 
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(a) The sidewalks required by this section shall be at least four feet wide and 
constructed according to the specifications set forth in Appendix C, except that the 
permit issuing authority may permit the installation of walkways constructed with 
other suitable materials when it concludes that:   

 
(1) Such walkways would serve the residents of the development as adequately 

as concrete sidewalks; and   
 

(2) Such walkways could be more environmentally desirable or more in keeping 
with the overall design of the development.   

 
 

Section 228 Sidewalks 

(a) Sidewalks shall be constructed in all subdivisions, residential and otherwise, and 
along the frontage of all new multifamily, mixed-use, and nonresidential 
development except as provided for in subsection (g) below.   

 
Section 229-235 Reserved. 

Formatted: Font: 12 pt, Condensed by  0.15
pt

Formatted: Indent: Left:  0.5", First line:  0",
Space Before:  0 pt, After:  0 pt, Line spacing: 
single, Don't hyphenate, Tab stops: Not at  -1"
+  0" +  0.75" +  1.17" +  2" +  2.5" +  3"

Formatted: Font: 12 pt

Formatted: Tab stops:  0.19", Left + Not at 
0" +  0.75" +  1" +  1.5" +  2" +  2.5" +  3" + 
3.5" +  4" +  4.5" +  5" +  5.5" +  6" +  6.5"

Formatted: Font: 12 pt, Condensed by  0.15
pt

Formatted: Font: Bold, Underline

Formatted: Underline


